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Foreword

General

ThisQuickStartGuide(hereinafterreferred to be"theGuide")introducesthefunctions,

installationandoperationsofthecamera.

SafetyInstructions

Thefollowingcategorizedsignalwordswithdefinedmeaningmightappearintheguide.

SignalWords Meaning

Indicatesamedium orlowpotentialhazardwhich,ifnotavoided,

couldresultinslightormoderateinjury.

Indicatesapotentialriskwhich,ifnotavoided,mayresultin

propertydamage,dataloss,lowerperformance,orunpredictable

result.

Provides additional information as the emphasis and

supplementtothetext.

RevisionHistory

No. Version RevisionContent ReleaseDate

1 V1.0.0 Firstrelease. 2018.03

2 V1.0.1
Addstructuralcomponentfigureandalarm port

description

2018.08

PrivacyProtectionNotice

Asthedeviceuserordatacontroller,youmightcollectpersonaldataofotherssuchasface,

fingerprints,carplatenumber,Emailaddress,phonenumber,GPSandsoon.Youneedtobein

compliancewiththelocalprivacyprotectionlawsandregulationstoprotectthelegitimate

rightsandinterestsofotherpeoplebyimplementingmeasuresincludebutnotlimitedto:

providingclearandvisibleidentificationtoinform datasubjecttheexistenceofsurveillance

areaandprovidingrelatedcontact.

AboutthisGuide

 TheGuideisforreferenceonly.IfthereisinconsistencybetweentheGuideandtheactual

product,theactualproductshallprevail.

 WearenotliableforanylosscausedbytheoperationsthatdonotcomplywiththeGuide.

 TheGuidewouldbeupdatedaccordingtothelatestlawsandregulationsofrelated

regions.Fordetailedinformation,seethepapermanual,CD-ROM,QRcodeorourofficial
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website.Ifthereisinconsistencybetweenpapermanualandtheelectronicversion,the

electronicversionshallprevail.

 Allthedesignsandsoftwarearesubjecttochangewithoutpriorwrittennotice.The

productupdatesmightcausesomedifferencesbetweentheactualproductandtheGuide.

Please contactthe customerservice forthe latestprogram and supplementary

documentation.

 Therestillmightbedeviationintechnicaldata,functionsandoperationsdescription,or

errorsinprint.Ifthereisanydoubtordispute,pleaserefertoourfinalexplanation.

 Upgradethereadersoftwareortryothermainstream readersoftwareiftheGuide(inPDF

format)cannotbeopened.

 Alltrademarks,registeredtrademarksandthecompanynamesintheGuidearethe

propertiesoftheirrespectiveowners.

 Pleasevisitourwebsite,contactthesupplierorcustomerserviceifthereisanyproblem

occurredwhenusingthedevice.

 Ifthereisanyuncertaintyorcontroversy,pleaserefertoourfinalexplanation.
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ImportantSafeguardsandWarnings

Electricalsafety

 Allinstallationandoperationshouldconform toyourlocalelectricalsafetycodes.

 Thepowersourceshallconform totheSafetyExtraLow Voltage(SELV)standard,and

supplypowerwithratedvoltagewhichconformstoLimitedpowerSourcerequirement

accordingtoIEC60950-1.Pleasenotethatthepowersupplyrequirementissubjecttothe

devicelabel.

 Makesurethepowersupplyiscorrectbeforeoperatingthedevice.

 Areadilyaccessibledisconnectdeviceshallbeincorporatedinthebuildinginstallation

wiring.

 Preventthepowercablefrom beingtrampledorpressed,especiallytheplug,power

socketandthejunctionextrudedfrom thedevice.

Environment

 Donotaim thedeviceatstronglighttofocus,suchaslamplightandsunlight;otherwise

itmightcauseoverbrightnessorlightmarks,whicharenotthedevicemalfunction,and

affectthelongevityofComplementaryMetal-OxideSemiconductor(CMOS).

 Do notplace the device in a damp ordusty environment,extremely hotorcold

temperatures,orthelocationswithstrongelectromagneticradiationorunstablelighting.

 Keepthedeviceawayfrom anyliquidtoavoiddamagetotheinternalcomponents.

 Keeptheindoordeviceawayfrom rainordamptoavoidfireorlightning.

 Keepsoundventilationtoavoidheataccumulation.

 Transport,useandstorethedevicewithintherangeofallowedhumidityandtemperature.

 Heavystress,violentvibrationorwatersplasharenotallowedduringtransportation,

storageandinstallation.

 Pack the device with standard factory packaging orthe equivalentmaterialwhen

transportingthedevice.

 Installthedeviceinthelocationwhereonlytheprofessionalstaffwithrelevantknowledge

ofsafetyguardsandwarningscanaccess.Theaccidentalinjurymighthappentothe

non-professionalswhoentertheinstallationareawhenthedeviceisoperatingnormally.

OperationandDailyMaintenance

 Donottouchtheheatdissipationcomponentofthedevicetoavoidscald.

 CarefullyfollowtheinstructionsintheGuidewhenperforminganydisassemblyoperation

aboutthedevice;otherwise,itmightcausewaterleakageorpoorimagequalitydueto

unprofessionaldisassemble.Pleasecontactafter-saleservicefordesiccantreplacement

ifthereiscondensedfogfoundonthelensafterunpackingorwhenthedesiccantturns

green.(Notallmodelsareincludedwiththedesiccant).

 Itisrecommendedtousethedevicetogetherwithlightningarrestertoimprovelightning

protectioneffect.
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 Itisrecommendedtogroundthedevicetoenhancereliability.

 Donottouchtheimagesensordirectly(CMOS).Dustanddirtcouldberemovedwithair

blower,oryoucanwipethelensgentlywithsoftcloththatmoistenedwithalcohol.

 Devicebodycanbecleanedwithsoftdrycloth,whichcanalsobeusedtoremove

stubbornstainswhenmoistenedwithmilddetergent.Toavoidpossibledamageon

devicebodycoatingwhichcouldcauseperformancedecrease,donotusevolatilesolvent

suchasalcohol,benzene,diluentandsoontocleanthedevicebody,norcanstrong,

abrasivedetergentbeused.

 Domecoverisanopticalcomponent,donottouchorwipethecoverwithyourhands

directlyduringinstallationoroperation.Forremovingdust,greaseorfingerprints,wipe

gentlywithmoistenoil-freecottonwithdiethylormoistensoftcloth.Youcanalsoair

blowertoremovedust.

 Pleasestrengthentheprotectionofnetwork,devicedataandpersonalinformationby

adoptingmeasureswhichincludebutnotlimitedtousingstrongpassword,modifying

passwordregularly,upgradingfirmwaretothelatestversion,andisolatingcomputer

network.Forsomedevicewitholdfirmwareversions,theONVIFpasswordwillnotbe

modifiedautomaticallyalongwiththemodificationofthesystem password,andyouneed

toupgradethefirmwareormanuallyupdatetheONVIFpassword.

 Usestandardcomponentsoraccessoriesprovidedbymanufacturerandmakesurethe

deviceisinstalledandmaintainedbyprofessionalengineers.

 Thesurfaceoftheimagesensorshouldnotbeexposedtolaserbeam radiationinan

environmentwherealaserbeam deviceisused.

 Do notprovidetwo ormorepowersupplysourcesforthedeviceunlessotherwise

specified.Afailuretofollowthisinstructionmightcausedamagetothedevice.
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RegulatoryInformation

FCCInformation

Changesormodificationsnotexpresslyapprovedbythepartyresponsibleforcompliance

couldvoidtheuser'sauthoritytooperatetheequipment.

FCCconditions:

Thisdevicecomplieswithpart15oftheFCCRules.Operationissubjecttothefollowingtwo

conditions:

 Thisdevicemaynotcauseharmfulinterference.

 Thisdevicemustacceptanyinterferencereceived,includinginterferencethatmaycause

undesiredoperation.

FCCcompliance:

Thisequipmenthasbeentestedandfoundtocomplywiththelimitsforadigitaldevice,

pursuanttopart15oftheFCCRules.Thisequipmentgenerate,usesandcanradiateradio

frequencyenergyand,ifnotinstalledandusedinaccordancewiththeinstructions,maycause

harmfulinterferencetoradiocommunication.

 ForclassAdevice,theselimitsaredesignedtoprovidereasonableprotectionagainst

harmfulinterferenceinacommercialenvironment.Operationofthisequipmentina

residentialareaislikelytocauseharmfulinterferenceinwhichcasetheuserwillbe

requiredtocorrecttheinterferenceathisownexpense.

 ForclassBdevice,theselimitsaredesignedtoprovidereasonableprotectionagainst

harmfulinterferenceinaresidentialinstallation.However,thereisnoguaranteethat

interferencewillnotoccurinaparticularinstallation.Ifthisequipmentdoescause

harmfulinterferencetoradioortelevisionreception,whichcanbedeterminedbyturning

theequipmentoffandon,theuserisencouragedtotrytocorrecttheinterferencebyone

ormoreofthefollowingmeasures:

 Reorientorrelocatethereceivingantenna.

 Increasetheseparationbetweentheequipmentandreceiver.

 Connecttheequipmentintoanoutletonacircuitdifferentfrom thattowhichthe

receiverisconnected.

 Consultthedealeroranexperiencedradio/TVtechnicianforhelp.
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1Introduction

1.1Cable

 Cabletypemightvarywithdifferentdevices,andtheactualproductshallprevail.

 Pleasewaterproofallthecablejointswithinsulatingtapeandwaterprooftapetoavoid

shortcircuitandwaterdamage.Forthedetailedoperation,seetheFAQmanual.

Figure1-1Component

Figure1-2Cablelist

Formoreinformationaboutcomponentfunction,seeTable1-1.

Table1-1

No. PortName Function
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1 Wide-anglebutton Increasesviewingangle(zoom outtheimage).

2 Resetbutton Pressandholdthebuttonfor10storesetthedeviceto

factorysettings.

3 Telephotobutton Increasesfocallength(zoom intheimage).

4 SDcardslot InsertSDcardtosavefiles.

5 Videooutput Connectstomonitortooutputanalogvideosignal.

Videooutputisavailableonselectmodels.

6 I/Oports Includesalarm inputandoutputports,andaudioinputand

outputports.Fordetailedinformation,seeTable1-3.

7 Powerinput Inputs12VDCor24VACpowerasthetag.onthecable

instructed.Pleasebesuretosupplypowerasinstructedinthe

Guide.

 Thepowercablesofsomemodelsarealreadyconnected

inthefactory.

 WhenusingAC 24V power,pleaseconnectthepower

inputportto2PINconverterfirst.

Device abnormityordamage could occurifpowerisnot

suppliedcorrectly.

8 Ethernetport  Connectstonetworkwithnetworkcable.

 ProvidespowertothedevicewithPoE.

Thenetworkcablesofsomemodelsarealreadyconnectedin

thefactory.

Formoreinformationaboutcableports,seeTable1-2.

Table1-2CableInformation

No. PortName Function

1 PowerInput

Port

InputsDC12V/AC24Vpower.Pleasebesuretosupplypowerasinstructed

intheGuide.

 WhenusingAC24Vpower,pleaseconnectthepowerinputportto2PIN

converterfirst.

 Deviceabnormityordamagecould occurifpowerisnotsupplied

correctly.

2 EthernetPort  Connectstonetworkwithnetworkcable.

 ProvidespowertothedevicewithPoE.

PoEisavailableonselectmodel.

3 HDMIPort Connectstomonitorandoutputsvideosignal.

HDMIportisavailableonselectmodel.
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FormoreinformationaboutI/Oportfunction,seeTable1-3.

Table1-3

Port PortName Function

Alarm I/O

ALARM_OUT Outputsalarm signaltoalarm device.

ALARM_IN Receivestheswitchsignalofexternalalarm source.

ALARM_GND Alarm groundconnection.

AUDIO_OUT Outputsaudiosignaltospeaker.

AUDIO_IN
Inputsaudiosignal,receivesanalogaudiosignalfrom sound

pick-up.

GND Audiogroundconnection.

1.2ConnectingAlarm Input/output

Alarm input/outputisavailableonselectmodels.

Step1 Connectalarm inputdevicetothealarm inputendoftheI/Oport,seeFigure1-2.

Devicecollectsdifferentstatesofalarm inputportwhentheinputsignalisidlingand

beinggrounded.

 Devicecollectslogic"1"wheninputsignalisconnectingto+3Vto+5Voridling.

 Devicecollectslogic"0"wheninputsignalbeinggrounded.

Figure1-1Alarm input

Step2 Connectalarm outputdevicetothealarm outputendoftheI/Oport.Thealarm output

isopen-drainoutput,whichworksinthefollowingmodes.

 ModeA:Levelapplication.Alarm outputshighandlowlevel,andthealarm outlet

isOD,whichrequiresexternalpull-upresistance(10KOhm typical)towork.The

maximum externalpull-uplevelis12V,maximum portcurrentis300mAandthe

defaultoutputsignalishighlevel(externalpull-upvoltage).Thedefaultoutput

signalswitchestolowlevelwhenthereisalarm output(Aslongastheoperating

currentbelow300mA,theoutputlowlevelvoltageislowerthan0.8V).

 ModeB:Switchapplication.Alarm outputisusedtodriveexternalcircuit,the

maximum voltageis12Vandthemaximum currentis300mA.Ifthevoltageis

higherthan12V,pleaseuseanadditionalelectricrelay.
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Figure1-2ModeA

Figure1-3ModeB

Step3 Loginwebinterface,andconfigurealarm inputandalarm outputinalarm setting.

 Thealarm inputinthewebinterfaceiscorrespondingtothealarm inputendof

theI/Oport.Therewillbehighlevelandlowlevelalarm signalgeneratedbythe

alarm inputdevicewhenalarm occurs,settheinputmodeto"NO"(default)ifthe

alarm inputsignalislogic"0"andto"NC"ifthealarm inputsignalislogic"1".

 Thealarm outputinthewebinterfaceiscorrespondingtothealarm outputendof

thedevice,whichisalsoalarm outputendoftheI/Oport.
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2NetworkConfiguration

DeviceinitializationandIPsettingcanbefinishedwiththe"ConfigTool"orinwebinterface.For

moreinformation,seetheWEBoperationmanual.

 Deviceinitializationisavailableonselectmodels,anditisrequiredatfirstuseandafter

deviceisbeingreset.

 DeviceinitializationisavailableonlywhentheIPaddressesofthedevice(192.168.1.108

bydefault)andthePCstaysinthesamenetworksegment.

 Planninguseablenetworksegmentproperlytoconnectthedevicetothenetwork.

 Thefollowingfiguresandinterfacesareforreferenceonly,andtheactualproductshall

prevail.

2.1InitializingDevice

Step1 Double-click"ConfigTool.exe"toopenthetool.

Step2 Click .

TheModifyIPinterfaceisdisplayed.SeeFigure2-1.

Figure2-1ModifyIPinterface

Step3 ClickSearchsetting.

TheSettinginterfaceisdisplayed.

Step4 EnterthestartIPandendIPofthenetworksegmentinwhichyouwanttosearch

devices,andthenclickOK.



NetworkConfiguration 6

Allthedevicesfoundinthenetworksegmentarelisted.

Step5 SelectoneorseveraldeviceswhichStatusareUninitialized,andthenclickInitialize.

TheDeviceinitializationinterfaceisdisplayed.

Step6 Selectthedevicesthatneedinitialization,andthenclickinitialize.

Thepasswordsettinginterfaceisdisplayed.SeeFigure2-2.

Figure2-2Passwordsettinginterface

Step7 Setandconfirm thepasswordofthedevices,andthenenteravalidemailaddress.

ClickNext.

Thefinalsettinginterfaceisdisplayed.

PasswordcanbemodifiedorresetinSystem Settings.

Step8 SelecttheoptionsaccordingtoyourneedsandthenclickOK.

TheInitializationinterfaceisdisplayedafterinitializingiscompleted.Clickthesuccess

icon( )orthefailureicon( )forthedetails.

Step9 ClickFinish.

ThedevicestatusintheModifyIPinterface(Figure2-1)turnstoInitialized.

2.2ModifyingDeviceIPAddress

 YoucanmodifyIPaddressofoneormultipledevicesinonetime.Thissectionisbased

onmodifyingIPaddressesinbatch.

 ModifyingIPaddressesinbatchisavailableonlywhenthecorrespondingdeviceshave

thesameloginpassword.

Step1 Double-click"ConfigTool.exe"toopenthetool.

Step2 Click .

TheModifyIPinterfaceisdisplayed.SeeFigure2-1.
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Step3 SelectthedeviceswhichIPaddressesneedtobemodified,andthenclickModifyIP.

TheModifyIPAddressinterfaceisdisplayed.SeeFigure2-3.

Figure2-1ModifyIPAddressinterface

Step4 SelectStaticmodeandenterstartIP,subnetmaskandgateway.

 IPaddressesofmultipledeviceswillbesettothesameifyouselectSameIP.

 IfDHCPserverisavailableinthenetwork,deviceswillautomaticallyobtainIP

addressesfrom DHCPserverwhenyouselectDHCP.

Step5 ClickOK.

2.3LogginginWebInterface

Step1 OpenIEbrowser,entertheIPaddressofthedeviceintheaddressbarandpressEnter.

Ifthesetupwizardisdisplayed,followtheinstructionstofinishthesettings.

Step2 Enterusernameandpasswordintheloginbox,andthenclickLogin.

Step3 Forfirsttimelogin,clickClickHeretoDownloadPluginandinstallthepluginas

instructed.

Themaininterfaceisdisplayedwhentheinstallationisfinished.SeeFigure2-4.

Figure2-1Maininterface
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3Installation

3.1PackingList

 Thetoolrequiredfortheinstallationsuchaselectricdrillisnotprovidedinthepacking.

 TheoperationmanualandrelatedtoolarecontainedinthediskortheQRcode,andthe

actualpackingshallprevail.

3.2Dimension

Followingfiguresareforreferenceonly,theactualproductshallprevail.

ModelA(Unit:mm [in])
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3.3InstallingDevice

3.3.1Installationmethod

InstallationType

Ceiling-mounted Hang-mounted

Wall-mounted Pole-mounted

ModelB(Unit:mm [in])



Installation 10

DisassemblyMethod

3.3.2InstallingSDCard(Optional)

 SDcardslotisavailableonselectmodels.

 Pleasedisconnectthepowerfrom thedevicebeforeinstallingtheSDcard.

 Presstheresetbuttonfor10secondstoresetthedevice.

LooseningScrew RotatingEnclosure
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3.3.3AttachingDevice

Makesurethemountingsurfaceisstrongenoughtoholdatleastthreetimesofthedevice

weight.

Cablegoingthroughthemountingsurface
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Cablegoingthroughthesidecabletray
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3.3.4InstallingWaterproofConnector

Thispartisonlyneededwhenthereiswaterproofconnectorcomewiththedeviceandthe

deviceisusedoutdoor.
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3.3.5AdjustingAngle

Loosenthescrewsslightlytoadjustthelensvertically,andthenfastenthem afterwards.

3.3.6AdjustingFocalLength

Adjustthefocusleverfirst,andthenthezoom lever.Lockthoseleversafterwards.



Installation 15



【社会的安全 我们的责任】
SOCIALSECURITYISOURRESPONSIBILITY

ZhejiangDahuaVisionTechnologyCo.,Ltd

Address：No.1199Bin’anRoad,BinjiangDistrict,Hangzhou,PRC.

Postcode:310053

Tel:+86-571-87688883

Fax:+86-571-87688815

Email:overseas@dahuatech.com

Website:www.dahuasecurity.com


